
EnviroScreen 
Semi Transparent Screens

• screen designed to meet the highest environmental standards
• Best performing Cradle to Cradle screen:  visual and thermal comfort
• Screen with a textile appearance
• Highest reflection of %
• Flame retardant

Panel Tracks

Verticals

Roller Blinds

Flame Retardant



Optical properties are measured according to EN 14500, ISO 9050 & EN 410. High performance glazing is Reference glazing D from EN 14501.
For more information about technical data, energy savings and worldwide distribution, refer to www.verosol.com.
Disclaimer: The technical data are based on average data and are subject to production tolerances.

EnviroScreen 
Semi Transparent Screens

000 711 Beige 765 Dark Beige 936 Steel Grey 998 Dark Grey 829 Black

Colour Range

Composition

Weight 2 0 g/m² 

Thickness 0. 5 mm 

Flame retardant  

Openness factor % 

Light transmission, colour 000 % 

Transmission solar radiation % 

Colourfastness

Environment  
Gold,  Formaldehyde free; PVC free; HPD  
(Health Product Declaration, USA); 

For more information or updates please  
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Beige  
711

D. Beige 
765

Steel Grey 
936

D. Grey 
998

Black  
829

Light Transmission (LT) % % % % % %

Openness Factor (OF) % % % % % %

Colour rendering index (Ra) 9 9 9

High Performance Glazing  
(reference glazing D EN14501)

Performance  
of Glazing
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Light Transmission (LT) 60% % % % % % %

32%
2K)

Insulating Glazing  
(reference glazing C EN14501)

Performance  
of Glazing
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Light Transmission (LT) 3 % % 3% 3% 2% 2%
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Technical details
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